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PRODUCT EULLETHI K-SPR.AY BULLETIN NO: .J-5LJJ. J-5C7 

I , DRYI:ALL ACCESSORY CEILIW 1?:XTU?E DATE: 5/l'J/?~ 
PRODUCTS (1UKERAL AGGREGATE) PAGE: 1 :>f 2 . Y.SV • APPROVALS: . ( f PROUJCWG PUNT: CANCELS: J-5403 I\ t t .. -, SEATTlE &: SANTA A~:A DATE: 10/20/69 r-:::z~ ~ ,._.. 

/;-:•? 7 .__,;·,«__ ; fdJ- ' 
/ ) 

GALLC::s j i BULLETIN DESCRIPTION % POUNDS . 

220 \'ihiting )O.LJ 800 I 
I I' 

440 Talc 38.03 lOCO I 
I] 

045 ) ... s'bestoc; 7??10 I 6.85 1 fO i i 
I' , I 

245 Thic1rner ~·.'/C 228 '" 10 II 
\ i 

166 E2I!l8C:) 277 05 2' I i 

330 Pol ... -vin~,~"!_ P.lc2h~l 6278.4 29 I ? < i I 
'I 

430 SoCi1.!r.: Tri::--""'1'-"T'~"l:sl'h~te 10 ? 0 I! 
' 

I.L6 'Titani~~ Fiq~er.t , .,:)~ ':'') I I 
I 'i 

311 Fetr0 t~!:.. Q? 7" It 

• I ' 

453 ~eserv2tive I\1-,.riC'il ?5 1? " < I i 
I I " '. 

L60 Vem.iculite ~xr::a:1ded ?0, 01 <<n I 'nn co , c.! I / ~' . . . 
I I i 

TOTAL 1C0,00 2C29.25-
; I I. 

I l·i I 
I i 

• l!.ANlTFACTUPI::G D:ST0 -';CTI01:S: 

1, See Process Bulletin Nv. J-304. 
2. Mixing tir:.e shall be 8 rr::i.nu"tes r::inir.,um and 12 l:.inutes ::;-.ax:rr.u.m. 
3. ~.!ixing til.;e with veroiculite shall not exceed 2 minutes. 

QUALITY CONTEC!,: 

TM-:~5 Konr.al applicaticn c~:msistency 

• 
(patty diarr.eter of 6") 155 - 1?5 cc 

I TM-JB Bond Equal to .St:mdard I 

I i 
' I 
I 

I 

KG2001604 
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PRODUCT BULLETill 
DRYWALL ACCES30RY 
PRODUCTS 

APPROVALS: 

l/~ ' i/ /c;;,-

· K-SPEAY 
CEILING TEXTURE 

(MINERAL AGGREGATE) 

PRODUCING PLANT: 
SEATTLE & SANTA ANA 

PRODUCT SfECIFICATIONS: 

Test Method 

TM-lB 

TM-2 

TM-3 

N-13 

TM-20 

TM-22 

TM-33 

TM-34 

TM-36 

TM-37 

Viscosity (Slump Test; patty 
diameter of 6") cc/100 gr. 

pH (meter) 

Bond 

Reflectance (%) 

Cracking 

Size graduation (500 cc sample) 

a. retained on 16 mesh 
b. Passing 16, retained on 50 

mesh 

Dry loose density (pounds per 
cubic foot) 

Hardness 

- White line test 

Resistance to Souring 

,. 
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CANCELS: J-5403 
10/20/69 DATE: 

155 to 175 

7.5 to 9.5 

Equal to_Standard 

eo to 85 

No cracks or heavy 
checking 

220 to 400 cc 

70 to 230 cc 

20 to 25 

Equal to Standard 

Equal to Standard 

I! 

I 

KG2001605 


